Updates
对应版本的更新内容

Please note: 
This firmware only works when your Aquila X2 meets the following 2 conditions at the same time.
1. There is an “H32” stickers on the machine.
2. Already installed with a BL Touch part on Aquila X2.

If there is one condition that is not met, please DO NOT update with this firmware.

To find out if your machine is “G32”, “N32” or “H32” type, please check the position pointed out in the below picture.
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Firmware update procedure:
1. Insert TF card into TF card reader.
2. Connect the TF card reader with computer.
3. Open the U disk on the computer.
4. Create a new folder named firmware.
5. Open the firmware folder.
6. Put in the xx.bin file downloaded from website.
7. Disconnect the TF card reader.
8. Take out the TF card.
9. Insert TF card into TF card port on Aquila X2.
10. Restart the machine.

Screen update procedure:
1. Extract the DWIN_SET package.
2. Insert TF card into the TF card reader.
3. Connect the TF card reader with computer.
4. If the first time to update, please format TF Card (U disk), set the allocation unit size to 4096 bits.
5. Open the TF card (U disk)
6. Put the extracted DWIN_SET file on the TF card (U disk)
7. Disconnect the TF card reader.
8. Take out the TF card.
9. Insert TF card into the TF card port on the screen part (have to remove the screen part firstly)
10. Turn on the power.
11. If the screen goes blue, then red, it means the update completed.
PS: If screen goes blue and stay shortly, please repeat procedure 4-11. 
12. Turn off the power, then remove the TF card and connect the screen part with Aquila X2.
13. Start the machine.
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