Update Content 
1、Add Z-Calibration preheat function
2、Fix the problem of wrong display of firmware version number
3、Fix the problem of incorrect translation of 'copy'
4、Enable to save the Z-offset after printing, which could be cleared the after re-leveling
5、Optimize the double-clicking issue on the display screen
6、Optimize the servo logic until the servo value of the previous version is zero, and reset the servo angle value when starting up.


Steering Angle Update Process
Video Version here：
https://www.youtube.com/watch?v=QCZbNNTWR8E

I. Update firmware version to Aquila-Pro-1.4.4-2.2-20220523

II. In the adjust page
Step 1: Restart the printer, after the first update, the pop-up will hint you to adjust the servo angle
Step 2: Press OK to the related page. 

III. Adjust the angle properly according to the current position. 
①Downward Angle
Adjust the steering until it is vertical to the printing platform.
②Upward Angle
Adjust the steering until it totally hides in the nozzle shell. 
③Test
StartDownward and StartUpward could be switched by clicking it. Check the take-back and lay-down angle. Then finished the adjustment. 


P.S
After finishing the steering adjustment, the pop-up will disappear. If you need to adjust it later, please click on the right bottom of Leveling page for 5 times continuously. The steering adjustment page will appear. 

If you do not adjust the steering angle and return to the printing process directly. To ensure printing security, the system will pop up the steering angle setting. At least ONE-time adjustment is needed. 

If you have further questions or difficulties, please visit: 
https://www.youtube.com/watch?v=QCZbNNTWR8E, wish this video could solve your problems. 
